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PJ series
Large-format gantry marking machine

samples

TECHNICAL PARAMETERS

Advantages

Good spot quality, uniform optical power density, stable optical power output, meeting the mainstream market application requirements

Digital high-speed scanning oscillator, small size, fast speed, excellent stability, international advanced level performance

Independently developed control board and software, high cost performance, easy to customize and maintain.

Cheristicaract

Compatible with CoreDRAW, AutoCAD, Photoshop and other software files

Support PLT, PCX, DXF, BMP, JPGE, etc., can directly use SHX, TTF font

Support automatic coding, printing serial number, batch number, date, barcode, 2D code automatic number skipping etc.


Applications

Suitable for large format splicing and marking, suitable for large area pattern marking on glass, steel plate, aluminum alloy, etc.h

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Engraving depth

Engraving speed

Engraving range

Whole machine power

Power Requirement

YLP-30CL-PJ

30W( (can be customized))

1064nm

m2<1.5

20-80KHz

≤2nm

≤15000nm/s

110*110mm《Optional70*70mm-300*300mm)

≤0.6KW

Ac220V±5% 50HZ.5Amp

Weight

Repetition accuracy

Size

about150kg

±0.01mm

154cm*132cm*80cm

PJ series
Gantry type large format splicing marking machine

samples

TECHNICAL PARAMETERS

Advantages

Good spot quality, uniform optical power density, stable optical power output, meeting the mainstream market application requirements

Digital high-speed scanning oscillator, small size, fast speed, excellent stability, international advanced level performance

Independently developed control board and software, high cost performance, easy to customize and maintain.

Cheristicaract

Compatible with CoreDRAW, AutoCAD, Photoshop and other software files

Support PLT, PCX, DXF, BMP, JPGE, etc., can directly use SHX, TTF font

Support automatic coding, printing serial number, batch number, date, barcode, 2D code automatic number skipping etc.


Applications

Suitable for large format splicing and marking, suitable for large area pattern marking on glass, steel plate, aluminum alloy, etc.h

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Engraving depth

Engraving speed

Engraving range

Whole machine power

Power Requirement

YLP-30CL-PJ

30W( (can be customized))

1064nm

m2<1.5

20-80KHz

≤2nm

≤15000nm/s

110*110mm《Optional70*70mm-300*300mm)

≤0.6KW

Ac220V±5% 50HZ.5Amp

Weight

Repetition accuracy

Size

about150kg

±0.01mm

154cm*132cm*80cm
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HT2 series
Cross slide laser marking machine

samples

TECHNICAL PARAMETERS

Advantages

Adopt high power multi-mode laser diode as pump source, 

doped mirror double cladding fiber as the laser medium, 

the beam is transmitted by the fiber, and the high-speed movement of the beam is controlled by X, 

Y scanning lens (its speed is more than 3 times of the traditional marking machine) 

Cheristicaract

Compatible with Core lRAW, AutoCAD, Photoshop and other software files

Support PLT, PCX, DXF, BMP, JPGE, etc., can directly use SHX, TTF font

Applications

Support automatic coding, printing serial number, batch number, date, barcode, 2D code automatic number skipping

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Minimum line width

Minimum character

Engraving depth

Engraving speed

Engraving range

YLP-60J1-HT2

60w

1064nm

M2<1.5

20-80KHz

0.03mm (F=160)

Letters or numbers: 0.15 x 0.15mm (F=160)

≤0.8mm

≤15000mm/s

110*110mm(optional 70*70mm-300*300mm) 

Whole machine power

Power Requirement

Weight

Repetition accuracy

Size

≤0.6KW

Ac220V±5%.50HZ.5Amp

120kg

±0.01mm

75cm*88cm*152cm(L*W*H)

SJ series
SJ01

samples

TECHNICAL PARAMETERS

Advantages

Using product features to create templates to automatically identify products for laser laser projection

Products can be placed at any angle without fixture fixing

Significant savings in fixture cost and placement time

Cheristicaract

Positioning accuracy up to plus or minus 0.03mm according to hardware configuration

One product or multiple products can be selected according to product size

Can be connected with robots and robots to achieve fully automatic visual positioning and marking

Applications

Widely used in integrated circuit chips, computer parts, industrial bearings,

 clocks and watches, electronic and communication products, aerospace devices,

 home appliances, hardware tools, molds, wires and cables, food packaging, jewelry, 

tobacco and military use and many other fields of graphics and text marking

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Minimum line width

Minimum character

Engraving depth

Engraving speed

Engraving range

SJ01

10w, 20W, 30W, 5oW (optional)

1064nm

M2<1.5

20-80KHz

0.03mm (F=160

Letters or numbers: 0.15 x 0.15mm "F=160)

≤0.8mm

≤15000mm/ s

110*110mm(可选70*70mm-300*300mm）

SJ02 Whole machine power

Power Requirement

Weight

Size

≤0.6KWh

Ac220V±5%.50HZ.5Amp

about

Different sizes for different styles
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LS1 series
Single assembly line automatic laser marking machine

samples

TECHNICAL PARAMETERS

Advantages

Flow line operation, high efficiency, easy operation

Automatic marking process, non-contact, non-toxic, non-pollution

No consumables, low cost of use

Cheristicaract

Can achieve multi-angle descaling, wider application

Higher efficiency, more options, the same table can clean multiple products

Applications

Widely used in integrated circuit chips, computer parts, industrial bearings, clocks and watches, electronic and communication products, 
aerospace devices, home appliances, hardware tools, molds, wires and cables, food packaging, jewelry, tobacco and military use and many 
other fields of graphics and text marking

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Minimum line width

Minimum character

Engraving depth

Engraving speed

Engraving range

YLP-20CL-LS1

20w

1064nm

M2<1.5

20-80KHz

0.03mm (F=160)

Letters or numbers: 0.15 x 0.15mm (F=160)

≤0.8mm

≤15000mm/s

110*110mm(optional 70*70mm-300*300mm) 

Whole machine power

Power Requirement

Weight

Repetition accuracy

Size

≤0.6KW

Ac220V±5%.50HZ.5Amp

140kg

±0.01mm

65cm*150cm*150cm (L*W*H)

LSG2 series
AUTOMATIC LASER MARKING MACHINE WITH DOUBLE ASSEMBLY LINEH

samples

TECHNICAL PARAMETERS

Advantages

Flow line operation, high efficiency, easy operation

Automatic marking process, non-contact, non-toxic, non-pollution

No consumables, low cost of use

Cheristicaract

Can achieve multi-angle descaling, wider application

Higher efficiency, more options, the same table can clean multiple products

Applications

Widely used in integrated circuit chips, computer parts, industrial bearings, clocks and watches, electronic and 
communication products, aerospace devices, home appliances, hardware tools, molds, wires and cables, food 
packaging, jewelry, tobacco and military use and many other fields of graphics and text marking

Model

Laser power

Laser wavelength

Quality of light speed

Laser frequency

Engraving depth

Engraving speed

Engraving range

Whole machine power

Power Requirement

YLP-20CL-LSG2

20W

1064nm

M2<1.5

20-80KHz

≤0.8mm

≤15000mm/s

110*110mm(optional 70*70mm-300*300mm) 

≤0.6KW

Ac220V±5%.50HZ.5Amp

Weight

Repetition accuracy

Size

about 150kg

±0.01mm

Different sizes for different styles
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w series
Desktop UV Laser Marking Machine

samples

TECHNICAL PARAMETERS

Advantages

Simple operation, accurate scanning, efficiency improvement, no damage to components


Cheristicaract

Low risk, quick start, simple operation, fast efficiency

Applications

HAApplicable to various metal materials, such as: gold, silver, copper, steel and other materials, while applicable to some non-metal materials, 
such as: paper, plastic, glass, etc.. Wide range of application materials, can be used for trademark coding, 

bar code marking and other personalization.ardware surface, square pipe, hardware and electrical parts, precision parts

Model

Laser power

Power of the whole machine

Marking accuracy

Cooling method

Laser wavelength

Equipment size

Power supply

Ambient temperature

Repetition accuracy

UV-GL-SZ-w

5W

≤1000w

≤10000mm/S

External water cooling

355nm

700*320*670mm

220V士10%，50Hz士5%

-10°C-65C

≤0.01mm

Marking depth

Marking range

Marking line width

Equipment weight

0.015-0.5mm

175mm*175mm

175mm*175mm0.03-0.01mm

Marking machine:33KG, water chiller:10KG

SAC series
Handheld laser marking machine

samples

TECHNICAL PARAMETERS

Advantages

Reasonable price, quality assurance

One piece touch screen, easy to operate

Infrared positioning, precise marking

Cheristicaract

Removable battery, no worry about the life span

Body design, compact and lightweight

Lightweight packaging, fast transportation

Applications

HAApplicable to various metal materials, such as: gold, silver, copper, steel and other materials, while applicable to some non-metal materials,

 such as: paper, plastic, glass, etc.. Wide range of application materials, can be used for trademark coding, 

bar code marking and other personalization.ardware surface, square pipe, hardware and electrical parts, precision parts

Model

Laser power

Output power

Marking range

Laser wavelength

Focusing lens

Marking speed

Operating system

Marking line type

Line width

DP-20-SAC

fiber laser generator

20W丶35W丶30W

70x70mm, 100x100mm (optional)

1064mm

130mm

<7000mm/s

Linux system

dot matrix, vector integrated machine

0.03mm

DP-20-SDC DP-30-SAV DP-30-SDC Repeat positioning accuracy

Positioning method

Number of lines of inscribed characters

Printing speed

Power supply

Overall power consumption

Operating temperature of the whole machine

File format

Machine weight

Carton packing size

0.01mm

infrared positioning, diagonal

dot matrix, vector all-in-one machine

800 characters (related to material and printing content)

110v/220V AC. lithium battery (216wh)

145-250W

0-40°

BMP、DXF、HPGL、JPEG、PLT

6~6.8KG

525*423*310mm
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